
                         
Tank

     ISO
9001:2000

      ISO
14001:2004 SGS

------High pressure tank
------Water storage tank

Harmiton Oy



Part1:Verticle

     ISO
9001:2000

      ISO
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FEATURE:
*Stainless steel 304 2B inner tank.
*Working under pressure (6bar) , 
  Testing pressure 9bar .
*Single, multiple application.

Specification: (One coil tank)
 (Two coil tank)

TYPE NCST1501 NCST2001 NCST3001
Storage capacity Gal/Ltr 40/150 53/200 80/300

Working pressure PSI/Bar 90/6 90/6 90/6
Testing pressure PSI/Bar 135/9 135/9 135/9

Polyurethane foam insulation Inch/MM 2.2/55 2.2/55 2.4/60

Tank weight empty lb./ kg 110/50 122/55 200/90
Tank weight full lb./ kg 440/200 560/255 55/390

Electrical back up Kw/Voltage 1.5/220 1.5/220 1.5/220

Magnesium anode Yes Yes Yes

P/T valve Bar / ℃ 6/75 6/75 6/75

Standby losses in 24 hours kwh 1.7 1.8 2

Surface area heat exchanger sq.in./m 1550/1.0 1860/1.2 2325/1.52

HIGH PRESSURE TANK

TYPE NCST2002 NCST3002
Storage capacity Gal/Ltr 53/200 80/300

Working pressure PSI/Bar 90/6 90/6
Testing pressure PSI/Bar 135/9 135/9

Polyurethane foam insulation Inch/MM 2.2/55 2.4/60

Tank weight empty lb./ kg 122/55 200/90
Tank weight full lb./ kg 560/255 55/390

Electrical back up Kw/Voltage 1.5/220 1.5/220

Magnesium anode Yes Yes

P/T valve Bar / ℃ 6/75 6/75

Standby losses in 24 hours kwh 1.8 2

Surface area heat exchanger sq.in./m 1550/1.0 1705/1.12

sq.in./m2Surface area heat exchanger bottom 2015/1.3 2325 /1.5
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Single application Multiple application

Dimension

1 Electrical heating
2 Mag anode
3 P/T valve
4 Hot out
5 Cold in

Technology Parameters:
A B C D

150L      Φ440      Φ540       1128       1128
200L      Φ440      Φ540       1418       1429
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Dimension

Part 2:Horizontal Application

Technology Parameters:
A B C D

150L      Φ440      Φ540       1128       1128
200L      Φ440      Φ540       1418       1429
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Low pressure storage tank

diameter height

500L 850mm 1300mm

1000L 1680mm1035mm

3000L 2200mm1440mm

5000L 22000mm1920mm

Harmiton Oy


	目录册3-0
	目录册3-1
	目录册3-2
	目录册3-3
	目录册3-4

